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GENERAL NOTES:

LEGEND

1. ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH CURRENT APPLICABLE CITY
OF CORVALLIS STANDARD CONSTRUCTION SPECIFICATIONS AND DETAILS.

2. LOCATION AND PROTECTION OF EXISTING UTILITIES

A. EXISTING UTILITIES LOCATED WITHIN THE PROJECT AREA ARE SHOWN AS ACCURATELY AND
COMPLETELY AS POSSIBLE, HOWEVER, THE CONTRACTOR SHALL EXPECT THAT THE RECORDS
FROM WHICH THE EXISTING UTILITY DRAWINGS WERE PREPARED ARE NOT COMPLETE.

B. VERIFY THE LOCATIONS OF ALL UTILITIES AND PROTECT THESE UTILITIES. ANY UTILITIES
SHOWN ON THE DRAWINGS OR LOCATED IN THE FIELD THAT THE CONTRACTOR DISRUPTS OR
DAMAGES  SHALL BE PROMPTLY REPAIRED TO NEW CONDITION. IF REQUIRED, INSTALL
SUITABLE TEMPORARY SERVICE UNTIL REPAIR CAN BE EFFECTED. THE COST OF THE REPAIR
OR TEMPORARY SERVICE SHALL BE BORNE BY THE CONTRACTOR.

C. NOTIFY THE OWNER OF ALL UTILITIES EXPOSED. UNIDENTIFIED UTILITIES SHALL NOT BE
DISRUPTED OR CUT UNTIL THE OWNER HAS APPROVED THE CUT.

D. ATTENTION: OREGON LAW REQUIRES CONTRACTORS TO FOLLOW RULES ADOPTED BY THE
OREGON  UTILITY NOTIFICATION CENTER. THOSE RULES SET FORTH IN OAR 952-001-0010
THROUGH 952-001-0090, CONTRACTORS MAY OBTAIN COPIES OF THE RULES BY CALLING
THE CENTER (NOTE: THE TELEPHONE NUMBER FOR OREGON UTILITY NOTIFICATION CENTER IS
(503) 323-1987). THE ONE CALL NUMBER IS 1-(800)-332-2344.

5. TEMPORARY PROTECTION AND DIRECTION OF VEHICLE, BICYCLE, AND PEDESTRIAN TRAFFIC SHALL
BE IN ACCORDANCE WITH AN APPROVED PERMIT TO OCCUPY THE PUBLIC RIGHT OF WAY,
SUBMITTED UNDER SEPERATE COVER BY THE PROPERTY OWNER/APPLICANT.
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STREET AND STORM DRAIN CONSTRUCTION NOTES:
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PRIOR TO CONSTRUCTION, FIELD VERIFY LOCATION AND ELEVATION
OF EXISTING UTILITY. REPORT INFORMATION TO THE ENGINEER.

PRESERVE AND PROTECT EXISTING IMPROVEMENT.

SAWCUT AND REMOVE EXISTING IMPROVEMENT. SIDEWALKS AND CURBS
SHALL BE REMOVED IN FULL JOINT=TO-JOINT SECTIONS.

CONSTRUCT DESIGNATED SIZE, ASTM D3034, SDR35 STORM PIPE PER CITY
OF CORVALLIS STANDARD DETAIL NO. 201/STND1.

CONSTRUCT NEW OUTSIDE DROP MANHOLE OVER EXISTING COMBINATION
SANITARY/STORM LINE PER CITY OF CORVALLIS STANDARD DETAIL NO.
203A/STND1 AND CITY OF CORVALLIS STANDARD CONSTRUCTION
SPECIFICATIONS SECTIONS 111.4.0.02.03 AND 111.4.D.02.7.

PATCH WITH FULL DEPTH ASPHALT CONCRETE PAVEMENT, MINIMUM 4"
DEPTH OR MATCH EXISTING, WHICHEVER IS GREATER. SEE CITY OF
CORVALLIS STANDARD DETAIL NO. 110/STND1.

CONSTRUCT STANDARD CURB AND GUTTER PER CITY OF CORVALLIS
STANDARD DETAIL NO. 103/STND1.

CONSTRUCT CONCRETE SIDEWALK PER CITY OF CORVALLIS STANDARD DETAIL
NO. 106/STND1. AT SIM. CONCRETE THICKNESS SHALL BE 8".

CONSTRUCT STANDARD SIDEWALK RAMP "B” PER CITY OF CORVALLIS
STANDARD DETAIL 107/STND1

CONSTRUCT STANDARD SIDEWALK RAMP "C" OR "D" AS INDICATED ON THE
PLANS PER CITY OF CORVALLIS STANDARD DETAIL 107A/STND1. ALL
TRUNCATED DOMES IN A HISTORICAL DISTRICT SHALL BE OF CONCRETE
MATERIAL PER 107A NOTE 3.

CONSTRUCT CONNECTION OF EXISTING PIPE TO NEW STRUCTURE PER THE
APPLICABLE PROVISIONS OF THE CITY OF CORVALLIS SPECIFICATIONS
SECTION 111.5.D.05. PIPE SHALL NOT PROTRUDE PAST THE INSIDE FACE OF
STRUCTURE AND BE GROUTED SMOOTH.

CONSTRUCT PORTLAND CEMENT CONCRETE MULTI-USE PATH PER DETAIL NO.

1/C311.

RELOCATION OF EXISTING SIGN BY CITY CREW AND TO BE PAID FOR BY
THE OWNER OR CONTRACTOR. COORDINATE WITH CITY FIELD REPRESENTATIVE
FOR FINAL LOCATION.

® & @ @ @

® ®

® ® ® @® ®'® ©

EXISTING STRUCTURE TO BE ADJUSTED TO NEW FINISH GRADE AS
REQUIRED.

CONSTRUCT STANDARD 16" STRAIGHT CURB PER CITY OF CORVALLIS
STANDARD DETAIL 103/STND1.

CONSTRUCT COMMERCIAL DRIVEWAY APPROACH WITH VALLEY GUTTER SIMILAR
TO CITY OF CORVALLIS STANDARD DETAIL 109/STND2 AND 104/STND2.

CONSTRUCT STORM CLEAN OUT AT THE PROPERTY LINE PER CITY OF

CORVALLIS STANDARD DETAIL 206/STND2. STAND PIPE MAY BE 8" DIAMETER.

CONSTRUCT 3"x28" YELLOW FLEXIBLE BOLLARD PER IMPACT RECOVERY
SYSTEMS STANDARD DETAIL 1/STND2.

CONSTRUCT CURB INLET PER CITY OF CORVALLIS STANDARD DETAIL
209/STND2.

INSTALL "NO MOTOR VEHICLES" SIGN PER MUTCD DETAIL R5-3.
INSTALLATION BY CITY CREW AND TO BE PAID FOR BY THE OWNER OR
CONTRACTOR. COORDINATE WITH CITY FIELD REPRESENTATIVE.

EXISTING STRIPING SHALL BE REMOVED PER CITY OF CORVALLIS STANDARD
CONSTRUCTION SPECIFICATIONS SECTION 11.11.D.04.

CONSTRUCT NEW CROSSWALK STRIPING PER CITY OF CORVALLIS STANDARD
DETAIL 112/STND2.

ADJUST EXISTING LIGHTPOLE CLOCKWISE 45 DEGREES TO ILLUMINATE
INTERSECTION. COORDINATE ADJUSTMENT WITH PACIFICORP. CONTACT
PACIFICORP REPRESENTATIVE EDDIE STEINER 541-976-6146.

PAINT CURB YELLOW.

EXISTING PUBLIC UTILITY TO BE REMOVED AND CAPPED AT THE MAIN.

.RELOCATE EXISTING RAILROAD TIE TO BE PERPENDICULAR WITH MULTI-USE

PATH. RESIZE AS NECESSARY.

GRADING ADJACENT TO MULTI-USE PATH SHALL BE PER CITY OF CORVALLIS
STANDARD DETAIL 106/STND1.

FIELD MODIFY OR ADJUST BARRICADE AS NECESSARY TO MAINTAIN 2 FEET
OF CLEARANCE FROM EDGE OF NEW PATH.

RELOCATE EXISTING LIGHTPOLE, EAST 6.50°, OUTSIDE OF PROPOSED
SIDEWALK RAMP. COORDINATE ADJUSTMENT WITH PACIFICORP. CONTACT
PACIFICORP REPRESENTATIVE EDDIE STEINER 541-976-6146.

STREET AND STORM DRAIN GENERAL NOTES:

1. CONTRACTOR SHALL CONFORM TO ALL CONSTRUCTION
PERMITS .REQUIRED .BY, THE CITY. QF .CORVALLIS.

2. ALL CURBSIDE AND SETBACK SIDEWALKS SHALL HAVE A
CROSS SLOPE OF 1.5% +/- 0.5%.

DRAWING HATCHING LEGEND

NEW CONCRETE AREA

NEW ASPHALT CONCRETE PATCH AREA

VISION CLEARANCE TRIANGLES
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DRAWING HATCHING LEGEND
B e NEW CONCRETE AREA

NEW ASPHALT CONCRETE PATCH AREA

VISION CLEARANCE TRIANGLES

STREET AND STORM DRAIN GENERAL NOTES:

1. CONTRACTOR SHALL CONFORM TO ALL CONSTRUCTION
PERMITS REQUIRED BY THE CITY OF CORVALLIS.

Z ALLCURBSIDE AND-SETBACK SIDEWALKS ~SHALL HAVE A
CROSS SLOPE OF 1.5% +/- 0.5%.

STREET AND STORM DRAIN CONSTRUCTION NOTES:

MAORATICTE camrrara

e dHAQ3 aEN03

& ® @@ @ e 0@ O

@0 6 60 @ ® 6 6
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PRIOR TO CONSTRUCTION, FIELD VERIFY LOCATION AND ELEVATION
OF EXISTING UTILITY. REPORT INFORMATION TO THE ENGINEER.

PRESERVE AND PROTECT EXISTING IMPROVEMENT.

SAWCUT AND REMOVE EXISTING IMPROVEMENT. SIDEWALKS AND CURBS
SHALL BE REMOVED IN FULL JOINT=TO—JOINT SECTIONS.

CONSTRUCT DESIGNATED SIZE, ASTM D3034, SDR35> STORM PIPE PER CITY
OF CORVALLIS STANDARD DETAIL NO. 201/STND1.

CONSTRUCT NEW QUTSIDE DROP MANHOLE OVER EXISTING COMBINATION
SANITARY/STORM LINE PER CITY OF CORVALLIS STANDARD DETAIL NO.
203A/STND1 AND CITY OF CORVALLIS STANDARD CONSTRUCTION
SPECIFICATIONS SECTIONS 111.4.0.02.03 AND 111.4.D.02.7.

PATCH WITH FULL DEPTH ASPHALT CONCRETE PAVEMENT, MINIMUM 4"
DEPTH OR MATCH EXISTING, WHICHEVER IS GREATER. SEE CITY OF
CORVALLIS STANDARD DETAIL NO. 110/STND1.

CONSTRUCT STANDARD CURB AND GUTTER PER CITY OF CORVALLIS
STANDARD DETAIL NO. 103/STND1.

CONSTRUCT CONCRETE SIDEWALK PER CITY OF CORVALLIS STANDARD DETAIL
NO. 106/STND1. AT SIM. CONCRETE THICKNESS SHALL BE 8"

CONSTRUCT- STANDARD. SIDEWALK~RAMP~"B"_PER~CITY QF ~CORVALLIS
STANDARD DETAIL 107/STND1

CONSTRUCT STANDARD SIDEWALK RAMP "C™ OR "D” AS INDICATED ON THE
PLANS PER CITY OF CORVALLIS STANDARD DETAIL 107A/STND1. ALL
TRUNCATED DOMES IN A HISTORICAL DISTRICT SHALL BE OF CONCRETE
MATERIAL PER 107A NOTE 3.

CONSTRUCT CONNECTION OF EXISTING PIPE TO NEW STRUCTURE PER THE
APPLICABLE PROVISIONS OF THE CITY OF CORVALLIS SPECIFICATIONS
SECTION 111.5.0.05. PIPE SHALL NOT PROTRUDE PAST THE INSIDE FACE OF
STRUCTURE AND BE GROUTED SMOOTH.

CONSTRUCT PORTLAND CEMENT CONCRETE MULTI-USE PATH PER DETAIL NO.
1/C311.

RELOCATION OF EXISTING SIGN BY CITY CREW AND TO BE PAID FOR BY
THE OWNER OR CONTRACTOR. COORDINATE WITH CITY FIELD REPRESENTATIVE
FOR FINAL LOCATION.

EXISTING STRUCTURE TO BE ADJUSTED TO NEW FINISH GRADE AS
REQUIRED.

CONSTRUCT STANDARD 16" STRAIGHT CURB PER CITY OF CORVALLIS
STANDARD DETAIL 103/STND1.

CONSTRUCT COMMERCIAL DRIVEWAY APPROACH WITH VALLEY GUTTER SIMILAR
TO CITY OF CORVALLIS STANDARD DETAIL 109/STND2 AND 104/STND2.

CONSTRUCT STORM CLEAN OUT AT THE PROPERTY LINE PER CITY OF

CORVALLIS STANDARD DETAIL 206/STND2. STAND PIPE MAY BE 8" DIAMETER.

CONSTRUCT 3"x28" YELLOW FLEXIBLE BOLLARD PER IMPACT RECOVERY
SYSTEMS STANDARD DETAIL 1/STND2.

CONSTRUCT CURB INLET PER CITY OF CORVALLIS STANDARD DETAIL
209/STND2.

INSTALL "NO MOTOR VEHICLES™ SIGN PER MUTCD DETAIL R5-3.
INSTALLATION BY CITY CREW AND TO BE PAID FOR BY THE OWNER OR
CONTRACTOR. COORDINATE WITH CITY FIELD REPRESENTATIVE.

EXISTING STRIPING SHALL BE REMOVED PER CITY OF CORVALLIS STANDARD
CONSTRUCTION SPECIFICATIONS SECTION 11.11.D.04.

CONSTRUCT NEW CROSSWALK STRIPING PER CITY OF CORVALLIS STANDARD
DETAIL 112/STND2.

ADJUST EXISTING LIGHTPOLE CLOCKWISE 45 DEGREES TO ILLUMINATE
INTERSECTION. COORDINATE ADJUSTMENT WITH PACIFICORP. CONTACT

PACIFICORP REPRESENTATIVE EDDIE STEINER 541-976-6146.

PAINT CURB YELLOW.

EXISTING PUBLIC UTILITY TO BE REMOVED AND CAPPED AT THE MAIN.

RELOCATE EXISTING RAILROAD TIE TO BE PERPENDICULAR WITH MULTI-USE
PATH. RESIZE AS NECESSARY.

GRADING ADJACENT TO MULTI-USE PATH SHALL BE PER CITY OF CORVALLIS
STANDARD DETAIL 106/STND1.

FIELD MODIFY OR ADJUST BARRICADE AS NECESSARY TO MAINTAIN 2 FEET
OF CLEARANCE FROM EDGE OF NEW PATH.

RELOCATE EXISTING LIGHTPOLE, EAST 6.50°, OUTSIDE OF PROPOSED
SIDEWALK RAMP. COORDINATE ADJUSTMENT WITH PACIFICORP. CONTACT
PACIFICORP REPRESENTATIVE EDDIE STEINER 541-976-6146.
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STREET AND STORM DRAIN GENERAL NOTES:

1. CONTRACTOR SHALL CONFORM TO ALL CONSTRUCTION
PERMITS REQUIRED BY THE CITY OF CORVALLIS.

2. ALL CURBSIDE AND SETBACK SIDEWALKS SHALL "HAVE A
CROSS SLOPE OF 1.5% +/- 0.5%.
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ENLARGEMENT 4

STREET AND STORM DRAIN CONSTRUCTION NOTES:

PRIOR TO CONSTRUCTION, FIELD VERIFY LOCATION AND ELEVATION
OF EXISTING UTILITY. REPORT INFORMATION TO THE ENGINEER.

PRESERVE AND PROTECT EXISTING IMPROVEMENT.

SAWCUT AND REMOVE EXISTING IMPROVEMENT. SIDEWALKS AND CURBS SHALL BE REMOVED IN
FULL JOINT-TO—JOINT SECTIONS.

CONSTRUCT DESIGNATED SIZE, ASTM D3034, SDR35 STORM PIPE PER CITY OF CORVALLIS
STANDARD DETAIL NO. 201/STNDIT.

CONSTRUCT NEW OUTSIDE DROP MANHOLE OVER EXISTING COMBINATION SANITARY/STORM LINE
PER CITY OF CORVALLIS STANDARD DETAIL NO. 203A/STND1 AND CITY OF CORVALLIS STANDARD
CONSTRUCTION SPECIFICATIONS SECTIONS 11.4.D.02.03 AND 11.4.0.02.7.

PATCH WITH FULL DEPTH ASPHALT CONCRETE PAVEMENT, MINIMUM 4" DEPTH OR MATCH EXISTING,
WHICHEVER IS GREATER. SEE CITY OF CORVALLIS STANDARD DETAIL NO. 110/STNDI1.

CONSTRUCT STANDARD CURB AND GUTTER PER CITY OF CORVALLIS STANDARD DETAIL NO.
103/STNDI1.

CONSTRUCT CONCRETE SIDEWALK PER CITY OF CORVALLIS STANDARD DETAIL NO. 106/STND1. AT
SIM. CONCRETE THICKNESS SHALL BE 8.

@© Q@ @6 ©®

CONSTRUCT STANDARD SIDEWALK RAMP "B” PER CITY OF CORVALLIS STANDARD DETAIL 107/STNDT

CONSTRUCT STANDARD SIDEWALK RAMP "C" OR "D" AS INDICATED ON THE PLANS PER CITY OF
CORVALLIS STANDARD DETAIL 107A/STND1. ALL TRUNCATED DOMES IN A HISTORICAL DISTRICT
SHALL BE OF CONCRETE MATERIAL PER 107A NOTE 3.

® ©

CONSTRUCT CONNECTION OF EXISTING PIPE TO NEW STRUCTURE PER THE APPLICABLE PROVISIONS
OF THE CITY OF CORVALLIS SPECIFICATIONS SECTION 111.5.D.05. PIPE SHALL NOT PROTRUDE PAST
THE INSIDE FACE OF STRUCTURE AND BE GROUTED SMOOTH.

CONSTRUCT PORTLAND CEMENT CONCRETE MULTI-USE PATH PER DETAIL NO. 1/C311.

RELOCATION OF EXISTING SIGN BY CITY CREW AND TO BE PAID FOR BY THE OWNER OR
CONTRACTOR. COORDINATE WITH CITY FIELD REPRESENTATIVE FOR FINAL LOCATION.

EXISTING STRUCTURE TO BE ADJUSTED TO NEW FINISH GRADE AS REQUIRED.

CONSTRUCT STANDARD 16" STRAIGHT CURB PER CITY OF CORVALLIS STANDARD DETAIL
103/STND1.

CONSTRUCT COMMERCIAL DRIVEWAY APPROACH WITH VALLEY GUTTER SIMILAR TO CITY OF
CORVALLIS STANDARD DETAIL 109/STND2 AND 104/STND2.

CONSTRUCT STORM CLEAN OUT AT THE PROPERTY LINE PER CITY OF CORVALLIS STANDARD
DETAIL 206/STND2. STAND PIPE MAY BE 8" DIAMETER.

® Q@ 6 @@ @ @

CONSTRUCT 3"X28” YELLOW FLEXIBLE BOLLARD PER IMPACT RECOVERY SYSTEMS STANDARD
DETAIL 1/STND2.

CONSTRUCT CURB INLET PER CITY OF CORVALLIS STANDARD DETAIL 209/STND2.

INSTALL "NO MOTOR VEHICLES™ SIGN PER MUTCD DETAIL R5-3. INSTALLATION BY CITY CREW AND
TO BE PAID FOR BY THE OWNER OR CONTRACTOR. COORDINATE WITH CITY FIELD REPRESENTATIVE.

EXISTING STRIPING SHALL BE REMOVED PER CITY OF CORVALLIS STANDARD CONSTRUCTION
SPECIFICATIONS SECTION 11.11.D.04.

CONSTRUCT NEW CROSSWALK STRIPING PER CITY OF CORVALLIS STANDARD DETAIL 112/STND2.
ADJUST EXISTING LIGHTPOLE CLOCKWISE 45 DEGREES TO ILLUMINATE INTERSECTION. COORDINATE
ADJUSTMENT WITH PACIFICORP. CONTACT PACIFICORP REPRESENTATIVE EDDIE STEINER
541-976-6146.

PAINT CURB YELLOW.

EXISTING PUBLIC UTILITY TO BE REMOVED AND CAPPED AT THE MAIN.

RELOCATE EXISTING RAILROAD TIE TO BE PERPENDICULAR WITH MULTI-USE PATH. RESIZE AS
NECESSARY.

GRADING ADJACENT TO MULTI-USE PATH SHALL BE PER CITY OF CORVALLIS STANDARD DETAIL
106/STND1.

FIELD MODIFY OR ADJUST BARRICADE AS NECESSARY TO MAINTAIN 2 FEET OF CLEARANCE FROM
EDGE OF NEW PATH.

® ® ® @® B8 @ 6

RELOCATE EXISTING LIGHT POLE, EAST 6.50°, OUTSIDE OF PROPOSED SIDEWALK RAMP,
COORDINATE ADJUSTMENT WITH PACIFICORP. CONTACT PACIFICORP REPRESENTATIVE EDDIE STEINER
241-976—-6146.

DRAWING HATCHING LEGEND
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STREET AND STORM DRAIN GENERAL NOTES:

1. CONTRACTOR SHALL CONFORM TO ALL CONSTRUCTION
PERMITS REQUIRED BY THE CITY OF CORVALLIS.

2.7 ALL-CURBSIDE™ AND SETBACK™ SIDEWALKS™ SHALLHAVE A
CROSS SLOPE OF 1.5% +/- 0.5%.

DRAWING HATCHING LEGEND

NEW CONCRETE AREA

NEW ASPHALT CONCRETE PATCH AREA

STREET AND STORM DRAIN CONSTRUCTION NOTES:

@ @ @6 e

® ©
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PRIOR TO CONSTRUCTION, FIELD VERIFY LOCATION AND ELEVATION
OF EXISTING UTILITY. REPORT INFORMATION TO THE ENGINEER.

PRESERVE AND PROTECT EXISTING IMPROVEMENT.

SAWCUT AND REMOVE EXISTING IMPROVEMENT. SIDEWALKS AND CURBS
SHALL BE REMOVED IN FULL JOINT—TO-JOINT SECTIONS.

CONSTRUCT DESIGNATED SIZE, ASTM D3034, SDR35 STORM PIPE PER CITY
OF CORVALLIS STANDARD DETAIL NO. 201/STND1.

CONSTRUCT NEW QUTSIDE DROP MANHOLE OVER EXISTING COMBINATION
SANITARY/STORM LINE PER CITY OF CORVALLIS STANDARD DETAIL NO.
203A/STND1 AND CITY OF CORVALLIS STANDARD CONSTRUCTION
SPECIFICATIONS SECTIONS 111.4.0.02.03 AND 111.4.0.02.7.

PATCH WITH FULL DEPTH ASPHALT CONCRETE PAVEMENT, MINIMUM 4~
DEPTH OR MATCH EXISTING, WHICHEVER IS GREATER. SEE CITY OF
CORVALLIS STANDARD DETAIL NO. 110/STND1.

CONSTRUCT STANDARD CURB AND GUTTER PER CITY OF CORVALLIS
STANDARD DETAIL NO. 103/STNDIT.

CONSTRUCT CONCRETE SIDEWALK PER CITY OF CORVALLIS STANDARD DETAIL
NO. 106/STND1. AT SIM. CONCRETE THICKNESS SHALL BE 8"

CONSTRUCT STANDARD SIDEWALK RAMP "B” PER CITY OF CORVALLIS
STANDARD DETAIL 107/STND1

CONSTRUCT STANDARD SIDEWALK RAMP "C” OR "D” AS INDICATED ON THE
PLANS PER CITY OF CORVALLIS STANDARD DETAIL 107A/STND1. ALL
TRUNCATED DOMES IN A HISTORICAL DISTRICT SHALL BE OF CONCRETE
MATERIAL PER 107A NOTE 3.

CONSTRUCT CONNECTION OF EXISTING PIPE TO NEW STRUCTURE PER THE
APPLICABLE PROVISIONS OF THE CITY OF CORVALLIS SPECIFICATIONS
SECTION 111.5.D.05. PIPE SHALL NOT PROTRUDE PAST THE INSIDE FACE OF
STRUCTURE AND BE GROUTED SMOOTH.

CONSTRUCT PORTLAND CEMENT CONCRETE MULTI-USE PATH PER DETAIL NO.

17631 1.

RELOCATION OF EXISTING SIGN BY CITY CREW AND TO BE PAID FOR BY
THE OWNER OR CONTRACTOR. COORDINATE WITH CITY FIELD REPRESENTATIVE
FOR FINAL LOCATION.

EXISTING STRUCTURE TO BE ADJUSTED TO NEW FINISH GRADE AS
REQUIRED.

CONSTRUCT STANDARD 16" STRAIGHT CURB PER CITY OF CORVALLIS
STANDARD DETAIL 103/STND1.

CONSTRUCT COMMERCIAL DRIVEWAY APPROACH WITH VALLEY GUTTER SIMILAR
TO CITY OF CORVALLIS STANDARD DETAIL 109/STND2 AND 104/STND2.

CONSTRUCT STORM CLEAN OQUT AT THE PROPERTY LINE PER CITY OF

CORVALLIS STANDARD DETAIL 206/STND2. STAND PIPE MAY BE 8" DIAMETER.

CONSTRUCT 3"x28" YELLOW FLEXIBLE BOLLARD PER IMPACT RECOVERY
SYSTEMS STANDARD DETAIL 1/STND2.

CONSTRUCT CURB INLET PER CITY OF CORVALLIS STANDARD DETAIL
209,/STND2.

INSTALL "NO MOTOR VEHICLES™ SIGN PER MUTCD DETAIL R5-3.
INSTALLATION BY CITY CREW AND TO BE PAID FOR BY THE OWNER OR
CONTRACTOR.._COORDINATE_WITH CITY FIELD REPRESENTATIVE.

EXISTING STRIPING SHALL BE REMOVED PER CITY OF CORVALLIS STANDARD
CONSTRUCTION SPECIFICATIONS SECTION 11.11.D.04.

CONSTRUCT NEW CROSSWALK STRIPING PER CITY OF CORVALLIS STANDARD
DETAIL 112/STND2.

ADJUST EXISTING LIGHTPOLE CLOCKWISE 45 DEGREES TO ILLUMINATE
INTERSECTION. COORDINATE ADJUSTMENT WITH PACIFICORP. CONTACT
PACIFICORP REPRESENTATIVE EDDIE STEINER 541-976-6146.

PAINT CURB YELLOW.

EXISTING PUBLIC UTILITY TO BE REMOVED AND CAPPED AT THE MAIN.

RELOCATE EXISTING RAILROAD TIE TO BE PERPENDICULAR WITH MULTI-USE
PATH. RESIZE AS NECESSARY.

GRADING ADJACENT TO MULTI-USE PATH SHALL BE PER CITY OF CORVALLIS
STANDARD DETAIL 106/STND1.

FIELD MODIFY OR ADJUST BARRICADE AS NECESSARY TO MAINTAIN 2 FEET
OF CLEARANCE FROM EDGE OF NEW PATH.

RELOCATE EXISTING LIGHTPOLE, EAST 6.50°, OUTSIDE OF PROPOSED
SIDEWALK RAMP. COORDINATE ADJUSTMENT WITH PACIFICORP. CONTACT
PACIFICORP REPRESENTATIVE EDDIE STEINER 541-976-6146.
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) of Public Improvements
)' CONTRACTION JOINTS AT CONTRACTION JOINT AT DRIVEWAY EDGE 07/14/2022 manley
=< E E) APPROX. 15' INTERVALS (OR EXPANSION JOINT IF DIRECTED) Development Review Engineering
) = 5 s MIN. 4'x4' LANDING @ Seperate Permit Required EXPIRES: 06/30/2023
) n )] 2] 1.5%+0.5% SLOPE TOOLED "DUMMY" JOINTS AT COUPLING AT
(<,,:) (<f,:J 2 (SEE NOTE 6) CURB APPROX. 5' INTERVALS BACK OF WALK
)- o o 3] (SEE NOTES 7 & 9)
) ¥ ' II'/ \ / J STANDARD|DRIVEWAY
—_— —
) | | o T\ T T i
12H:1V
) "RESURFACING" Jramax & Ja2mAx WIDTH AS P e [ | e e
(AS SPECIFIED) kil it SPECIFIED TR | ;\ - S [0
), | | - //PROVIDE SMOOTH VA I [ L N
)‘ CURBIL oy | [CURB fle TRANSITION FROM f £ > ! L__( — |
U'EJ = ~ 9% GUTTER TO RAMP / / TOOLED "DUMMY* BOTTOM OFROLL D ) o 0w
. 5 STANDARD CURB & GUTTER JOINTS (OPTIONAL &
/ ol ) a RETURN CURBS =g ¢ )
) 2F ] i ol . 6" RADIUS (TYP.) YO g o - L \ Z Z ==
<k °3 o o2 & \ 22020%0) ; L o FINAL ADUSTMENT OF UTILITY SIDEWALK JOINT SHALL CONTINUE JOINT PATTERN WEEPHOLE - SEE NN
) Z= £ < w T G i BOXES TO BE PERFORMED MATCH CURB JOINT THROUGH DRIVEWAY APRON STD. DETAIL No. 103 ] [
) Su g a 2z d 7 X 7 BY THE CONTRACTOR adl b
= I 2} Ool< ' . . :
) "5 & < o|l& 5 TYP \-STANDARD CURB OR TYPICAL PLAN VIEW N
& TN CURB & GUTTER APPLIES TO BOTH CURBSIDE AND SETBACK SIDEWALKS M= =
/ | | TRUNCATED DOME % = =
) T 1 F DETECTABLE WARNING HiBTES: - | = =
. o+ o+ % TEXTURE (TYP.) 0| ]
) TRACER WIRE 4 8 INCHES RAMP_"C" (SEE NOTE 3) SHEWALK WIDTH 1. SIDEWALKS SHALL BE LOCATED TO PROVIDE A 6-FOOT = | = o
MINIMUM TRENCH WIDTH: 18" WIDER : PLANTING STRIP ON LOCAL AND LOCAL COLLECTOR wl |-
) SEENOTES+ + | OUTSIDE OF (5 MIN.) LOCAL STREETS STREETS, AND A 12-FOOT PLANTING STRIP ON e &
_ + 2384 + + 4 THAN THE OUTSIDE DIAMETER OF _ (6" MIN) ARTERIAL STREETS ; 4 o ==
4 = »3 PIPE BELL THE PIPE - NOTES: NEIGHBORHOOD COLLECTOR, COLLECTOR, AND 3| G5
{ m - g MM TRENCH WD H: 20 WIDER 1. MAXIMUM RAMP SLOPE SHALL BE 1 VERTICAL TO 12 RIW iT*TEE;‘-l‘%LT'%T’?FNE;fAfﬁrﬁfgag’?g&?&ﬂﬁﬂi?géXISTSI S
= THAN THE QUTSIDE DIAMETER OF : . Q < @ Q Q Q q
j % é = .% THE PIPE HORIZONTAL . Oq% ALLOWED WITH PRIOR APPROVAL OF THE ENGINEER. = 4
<
1’ —
RIS 2. INDIVIDUAL SITUATIONS MAY REQUIRE SPECIAL DESIGN S N O L ML EE Lo =
DETAIL NOT USED ) wek CONSIDERATION TO ENSURE COMPLIANCE WITH UNITED soopelistallslomratloatiomitaiog i >
) ajZQ SPRINGLINE STATES ACCESS BOARD STANDARDS. 0.5% SLOPE MAY BE REQUIRED, AS DIRECTED BY THE = &)
= : ENGINEER < =
) = wld < 3. PLACE TRUNCATED DOME DETECTABLE WARNING TEXTURE IN O o~
alZ2y THE LOWER 2' ADJACENT TO TRAFFIC OF THROAT OF RAMP SO P 3. CONCRETE DEPTH FOR STANDARD SIDEWALKS SHALL b
) Llg< ONLY. COLOR OF TEXTURE TO BE BRICK RED FEDERAL MK S MIN. 2" OF 1"-0 CRUSHED BE NOMINAL 4" MIN. SINGLE FAMILY RESIDENTIAL I
) * [ e PIPE MATERIAL COLOR NO. 22144, ALL TRUNCATED DOMES PLACED WITH IN A = AGGREGATE BASE $EIF¥§L\?{3A:E')S§EE$§\S(5INSC¢:LTg.g ﬁg&m’it‘?mm 5 )
/ AS SPECIFIED HISTORICAL DISTRIC SHALL BE OF CONCRETE MATERIAL. SRR e T e =0
) TRUCATED DOMES PLACE OUTSIDE OF HISTORICAL DISTRICTS it e bipiaihar ot oppmadinpab i i) < |z oy e
¢ : o
SHALL BE OF POLYMER MATERIAL. CRUSHED AGGREGATE BASE. =< | O b %
) RAMP "D" TYPICAL CURBSIDE SIDEWALK CROSS SECTION wn|=z E — o
|~ PIPE BEDDING 4. SAWCUT AND REMOVE THE EXISTING CURB RETURN TO THE 4. CONTRACTION JOINTS SHALL BE INSTALLED AT O|l=|Elw|l=|x
) (SEE NOTE 1 BELOW) OUTER EDGE OF THE RAMP UNLESS A JOINT EXISTS WITHIN 5 APPROX. INTERVALS OF 15 FEET BY CUTTING A MIN. Sls|o|=|6
) FEET OF THE RAMP, IN WHICH CASE REMOVE TO THE JOINT. ONE THIRD OF THE DEPTH OF THE CONCRETE. r4 ol & o
/ TRENCH FOUNDATION "DUMMY" JOINTS SHALL BE INSTALLED AT APPROX. g ol D 9 w| O
) STABILIZATION AS REQUIRED 5. SAWCUT AND REMOVE EXISTING SIDEWALK TO NEAREST FULL SIDEWALK WIDTH INTERVALS OF 5 FEET. < alunim|lo|o
) FABNEL EDGE A5 REQUIRED. (SEE’Mm;"KI.":.?ECQ;f'EEEES 5. "DUMMY" JOINTS MAY BE CUT AS STANDARD g D X D D D |:|
) 6. A4 X4 LANDING IS REQUIRED AT THE TOP OF ANY RAMP ggﬁ?g:g?g;ggifggg%; ?goi%lgﬁw{?rfw _—
NOTES: THAT HAS A SLOPE GREATER THAN 2%. IF A CURB, WALL, OR RIW . RADIUS. '
) OTHER OBSTRUCTION EXISTS AT THE BACK OF SIDEWALK, PLANTING STRIP WIDTH <<
g 1. MINIMUM PIPE BEDDING SHALL BE AS FOLLOWS: THE LANDING SHALL BE INCREASED TO §' x 4', WITH THE &' (AS SPECIFIED) 6. THE AREA BEHIND THE SIDEWALK IS TO BE BACKFILLED
) 4" FOR PIPE 12" IN DIAMETER OR LESS DIMENSION PROVIDED IN THE DIRECTION OF THE RAMP RUN. WITH COMPACTED BACKFILL AS SHOWN ON THE PLAN o C -—
6" FOR PIPE 15" TO 36" IN DIAMETER AND AS DIRECTED. THE BACKFILL SHALL APPLY TO ﬁ (0] %
/ 8" FOR PIPE 42" IN DIAMETER OR GREATER 7. IF RW DOESN'T ALLOW ADEQUATE SPACE FOR CURB TO BE 2% SLOPE" BOTH SIDES.OF: THE SIDEWALK ON-ASETBACK > 8’ i
) PLACED OUTSIDE OF BACK OF WALK, INCORPORATE INTO SRR ox B
2. ALL SANITARY SEWER AND STORM SEWER PIPES SHALL HAVE A TRACER SIDEWALK WIDTH AS DIRECTED BY ENGINEER. — <) - 00 R
)- gv;RTEHEﬁgg;gggm\ﬁ;g&flﬁmw OVER PIPE CENTERLINE ATD ONTTOP AT OIFLRNALLIS 8. WHEN PARK STRIP IS LESS THAN 8 FEET IN WIDTH CITY OF CORVALLIS . e D SO BORVALLIS § b3
) - ENGINEERING DIVISION : RECONSTRUCT ADDITIONAL SIDEWALK OUTSIDE dF RAMP ENGINEERING DIVISION AGGREGATE BASE ENGINEERING DIVISION - g 8 0
) 3. TRACER WIRE SHALL BE 12 GAUGE STRANDED OR SOLID COPPER INSULATED AREA TO ALLOW FOR A 1:12 MAX. SLOPE. COMPACTED BACKFILL ) .
HIGH MOLECULAR WEIGHT POLYETHYLENE (HMW-PE) TRACER WIRE. THE TRENCH BACKEFILL (BOTH SIDES OF SIDEWALK) Koo Z
3 HMW-PE INSULATED COVER SHALL BE GREEN AND A MINIMUM 45 MIL THICK. 9. CURBS SEPARATING LANDSCAPED AREAS FROM RAMPS ARE STANDARD STANDARD SIDEWALK G 8 -
THE WIRE SHALL BE UL RATED FOR 140°F, & FOR RETAINING PURPOSES. WHERE APPROPRIATE GRADING SIDEWALK RAMPS TYPICAL SETBACK SIDEWALK CROSS SECTION c q 6]
) PIPE ZONE MEASURES ARE TAKEN, CURBS MAY BE ELIMINATED WITH - 0 & gj
' 4. SEE STANDARD DETAIL NO. 203C FOR TRACER WIRE INTO MANHOLE PRIOR APPROVAL. . o
) STRUCTURES. o & (o] E a
) DATE: JANUARY 2020 | SCALE: NOME STANDARD DETAIL No, DATE: JANUARY 2020 | SCALE: NOME STANDARD DETAIL Na, DATE: JANUARY 2020 | SCALE: NONE STANDARD DETAIL Mo, c = 0
) APPROVED: 201 APPROVED: 107 A * UNLESS APPROVED OR DIRECTED OTHERWISE BY THE ENGINEER. | aperoven: 106 > - g g E
|
) s Z%9 E%O
£ 0 E
o 8 © 8 -
O e % g B <
o
£ A
I
I
-.-____...""_"‘!
STANDARD CURB OR —
RAMP LENGTH CURB & GUTTER
o (15° MAX.) CONTRACTION JOINT
: !\l (SEE NOTES 7 & 9)
i : MIN. 4'x4' LANDING @ Ed S
GROUT SMOOTH g : =% LA ; . 6" 24"
SEE MANHOLE DETAIL - i \,/_ o : 1.5%20.5% SLOPE = — BLENDED TRANSITION: — 3" SCH 40 PVC COUPLING =
STANDARD DETAIL 203 B 5, ON INSIDE HMAC PAVEMENT TO BE REPLACED SHALL UTILIZE THE FOLLOWING SYSTEM: (SEE NOTE 6) N = _ = _ ?g, {I\;;iDJEUBI\'IqNEI:E SLOPE /"’-_- — PLACE AT BACK OF CURB i) 1
: CRUSHED AGGREGATE BASE MATCHING EXISTING BASE, (12") MINIMUM AND A MINIMUM OF (4") OF CLASS "C" . = i R
- - HMAC PAVEMENT PLACED IN 2-INCH MAX. LIFTS ROLLER COMPACTED, PRECEDED BY ANY \ p2acd GRADE BREAK / PROVIDE SMOOTH . ! 2" RADIUS
: ADDITIONAL LIFTS NECESSARY TO MATCH EXISTING PAVEMENT THICKNESS GREATER THAN 4-INCHES. _2HAv _A2HAv sl PERPENDICULAR TRANSITION FROM = 9 |- i - SLOPE=45%£05% .
LESS THAN 20" y MIAX. MAX. ose2 TO RAMP(TYF.) GUTTER TO RAMP = SR ) e TR R TR |
. 2252 & e T i e U A S e il R R R S
— . P.C.C. PAVEMENT TO BE REPLACED SHALL BE REPLACED IN FULL PANELS AND UTILIZE THE FOLLOWING SYSTEM: soks TRUNCATED DOME 7 4| L - " - ' i —
X .;'r h = DETECTABLE WARNING GUTTER 3 % ; L. . O
il PIPE SHALL EXTEND LR ' FULL PANELS WITH A MINIMUM OF EIGHT INCHES (8") OF P.C.C. PAVEMENT OR TO THE THICKNESS OF THE S TEXTURE (TYP.) T s 2 — O
3| % 9 BEVOND INTERIOR F o A L REMOVED PAVEMENT - WHICHEVER IS GREATER - PLACED ON A MINIMUM TWO INCHES (2") CRUSHED GHE BIOE ELARES " <. -~ (SEE NOTE 3) ~ne BATTER 1IN 6
E: WALL OF MANHOLE 2 : AGGREGATE LEVELING COURSE. IN LIEU OF CURBS Wl = g \ = (0p)
: s e IF DIRECTED BY B
g L] _/ L “ B e \ AREA BETWEEN RAMPS STANDARD CURB & GUTTER —~~ O & W
SLOPE SIDE CHANNEL o B L e i SEE NOTES 10 & 11 SHALL BE P.C.C. OR AS - 7
BT B e : » o \ DIRECTED BY ENGINEER 3" SCH 40 DRAIN PIPE (* =z
AS SHOWN SRS A M. | | ( A T W oC
—\\\ = \\f‘\ W i\é PALY LINAT=S; 58285328258 2.5' MINIMUM ' D
g N B o R st L B el W el R R s MAXIMUM TRENCH WIDTH ALLOWED RETURN CURBS =i - '
S_\lﬁ"r‘“\ W \\\T'ﬁL‘l \ ‘L*"'\\\———:’\\\/\\ 1\ PER STANDARDS PLUS 2 FEET 6" RADIUS (TYP.) IF < 2.5" THEN CONSTRUCT RAMP "B WEEE HOLE THROUGE CURE 12" R q— ) E —
R=11/2"~ (. |O I = . O
FINAL SAW CUT ( = Zic L
STANDARD DROP MANHOLE TACK COAT ALL CUT EDGES WATCH EX. s N 14 O O —
" FINISH FINISH 1 =
FOR LESS THAN 2'-0" FALL AND SAND SEAL JOINT WITH —=] WIDTH - SURFACE SURFACE k = - —
TACK (HMAC PATCH ONLY) TYP (4" MIN.) __ RAMP"A" EPOXY BOND— D g— T < - T
. WITH PLANTING STRIP { 1 o o|N
NOTE: . — — it O
NOTES: A e o)
SEE STANDARD DETAIL 203 FOR NOTES SEE PAVING OPTIONS ABOVE GURE i : i (. +— LLI = 9 1 oC
1. RAMP RUNNING SLOPE MEASURED ANYWHERE ON THE WIDTH OF THE RAMP (SEE NOTES 7 & 9) _\ f .. —
EXISTING PAVEMENT | l EXISTING PAVEMENT SHALL NOT EXCEED 12 HORIZONTAL TO 1 VERTICAL (8.3%). RAMP CROSS SLOPE i i i Sl S S \CRUSHED T— R T I R ( C\I 5 (La O 5 <C <
7 HALL BE 2% MAX. — === : —I||I=l|I=]||—= ( —_— o
. CONCRETE ENCASEMENT; OR C.D.F. IF SPECIFIED . i Bhad ] ® —|= == AS SPECIFIED 2" MIN ===l =] i |
B B (5] T T I—T 1 l—1 1 I— =T 0 0 — 1 ] — LLI J LlJ
/- AS BACKFILL. o O O O 2. INDIVIDUAL SITUATIONS MAY REQUIRE SPECIAL DESIGN CONSIDERATION TO R A1 m R oc Z @)
s O MIN. ENSURE COMPLIANCE WITH UNITED STATES ACCESS BOARD STANDARDS. EXTRUDED BONDED CURB TYPE A EXTRUDED BONDED CURB TYPE B C\I O @) LLJ >
UNDISTURBED E5 ] O UNDISTURBED (0 e ) ) o @) | =
BASE (EXISTING) O BASE (EXISTING) 3. PLACE TRUNCATED DOME DETECTABLE WARNING TEXTURE AT BACK OF CURB . n olQOQO oo o O Ol
AS ILLUSTRATED, TEXTURE SHALL BE A MIN. OF 2-FEET DEEP IN THE DIRECTION K
@) OF TRAVEL AND EXTEND THE FULL WIDTH OF THE RAMP. COLOR OF TEXTURE NOTES: :
TO BE BRICK RED FEDERAL COLOR NO. 22144, ALL TRUNCATED DOMES PLACED k ]
D WITH IN A HISTORICAL DISTRIC SHALL BE OF CONCRETE MATERIAL. TRUCATED CURB (TYP., 1.  ALL RADII SHALL BE 1/4" EXCEPT AS OTHERWISE NOTED. / l*
h I INITIAL GUT MADE O EACILITATE m%sl:tme OUTSIDE OF HISTORICAL DISTRICTS SHALL BE OF POLYMER SEE NOTE 9) K\_/\_/
e ) TRENCH EXCAVATION : TRUNCATED DOME 2. EXPANSION JOINTS SHALL BE PLACED AT ALL CONSTRUCTION =
> 4. SAWCUT AND REMOVE THE EXISTING CURB RETURN TO THE OUTER EDGE OF ?E;ES;E%ES? o <OINTSAS BIRECTED.
J D THE SIDE FLARES, UNLESS A JOINT EXISTS WITHIN § FEET OF THE SIDE FLARES HETORE PLATES UNLESS =
x > IN WHICH CASE REMOVE TO THE JOINT. GTAERWISE BIRECTED 3. CONTRACTION JOINTS SHALL BE PLACED AT APPROX. 15' PAVEMENT
7 = BY ENGINEER) INTERVALS AND SHALL EXTEND A MIN. OF 50% THROUGH THE SURFACE Z
I | | “; ) 5. SAWCUT AND REMOVE EXISTING SIDEWALK TO NEAREST FULL PANEL EDGE AS CURB OR CURB & GUTTER.
REQUIRED. ANY EXISTING HISTORIC SIDEWALK STAMPS SHALL BE PRESERVED
1"-0 CRUSHED AGGREGATE ) O AND INCORPORATED INTO THE NEW WORK IN ACCORDANCE WITH LAND RAMP "B"
COMPACTED IN 6" LAYERS BY (O (SEESTD. ) DEVELOPMENT CODE (LDC) SECTION 4.0.30.F, WITH PLANTING STRIP 4 T:i ULL;:EMASTE CQM; EESSNE STRENGTH OF THE CONCRETE ( ) N N
HAND TAMPERS FOR FULL b~ DETAIL201. O SHALL BE AS SPECIFIED. vJ ]
WIDTH OF TRENCH UNDER FOR ) 6. A4 x4 LANDING IS REQUIRED AT THE TOP OF ANY RAMP THAT HAS A SLOPE . & _I —
PIPE TO UNDISTURBED EARTH D PIPE ZONE O GREATER THAN 2%. IF A CURB, WALL, OR OTHER OBSTRUCTION EXISTS AT THE NOTE: USE ONLY WHEN 5. WEEP HOLES SHALL BE PLACED AT CONTRACTION JOINTS. I <
BACK OF SIDEWALK, THE LANDING SHALL BE INCREASED TO &' x 4', WITH THE 5 SITE CONSTRAINTS CRUSHED AGG. BASE —
) — MATERIAL) O PROHIBIT INSTALLING -
DIMENSION PROVIDED IN THE DIRECTION OF THE RAMP RUN. 6. WEEP HOLES INSTALLED IN EXIST. CURB SHALL BE CORED ONLY, AS SPECIFIED 2" MIN <
L TWO RAMPS
e O O O : ON MIN. 12" CENTERS. > L
yam\ yam van 7. IF RIGHT-OF-WAY DOES NOT ALLOW ADEQUATE SPACE FOR CURB TO BE PLACED TYPICAL STRAIGHT CURB m D
ot | trencHwiotH | B T WAL, INGORRORATEANTO SIAENALC DT AS 7. REFER TO STANDARD SIDEWALK RAMP DETAILS FOR U)
t - = : INTERSECTION CURB RADII DETAILS. @) (o)
(ACTUALY) — -
6" MIN. 8. IF PLANTING STRIPS ARE LESS THAN 8 FEET WIDE, RECONSTRUCT ADDITIONAL Ll O m
SIDEWALK OUTSIDE OF RAMP AREA TO ALLOW FOR A 12H:1V MAX. SLOPE. CITY OF CORVALLIS 8. THE USE OF EXTRUDED BONDED CURBS SHALL ONLY BE BY —I |:| T
CITY OF CORVALLIS NOTES: CITY OF CORVALLIS SPECIFIC. APPROVAL OF THE ENGINEER. CITY OF CORVALLIS I — LL
SEE MANHOLE BASE DETAIL - 1 ALL EXISTING HMAC OR PCC PAVEMENT SHALL 9. CURBS SEPARATING LANDSCAPED AREAS FROM RAMPS ARE FOR RETAINING EMGINEERING DIVISION — o D
STANDARD DETAIL 203-B ENGINEERING DIVISION N ENGINEERING DIVISION PURPOSES. WHERE APPROPRIATE GRADING MEASURES ARE TAKEN, CURBES 9. EXTEND WEEPHOLES TO BACK OF WALK WHEN SlDEWALKS ARE ENGIMNEERING DIVISION
BE SAWCUT AFTER BACKFILL AND PRIOR T MAY BE ELIMINATED WITH PRIOR APPROVAL OF THE ENGINEER = =
REPAVING. ; - CONSTRUCTED AND INSTALL COUPLINGS AT BACK OF WALK. L i
10, SIDE FLARES THAT ARE NOT PART OF THE PATHOF T L SHALL BE 3-FT MIN. > L
STANDARD DROP MANHOLE STANDARD DROP e STANDARD 10. FOR CONCRETE STREETS, MATCH STREET AND CURB & GUTTER CURB CONSTRUCTION T LI B
FOR 2'-0" OR MORE FALL MANHOLE STREET CUT THE PATH OF TRAVEL SHALL BE A 10H:1V MAX. SLOPE. SIDEWALK RAMPS JOINTS. m w Owm
11. THE DISTANCE BETWEEN SIDE FLARES OF TWO ADJACENT CURB RAMPS SHALL O
BE A MINIMUM OF 12-INCHES AS MEASURED AT THE FACE OF CURB. A MINIMUM — » _
DATE: JANUARY 2020 | SCALE: NONE STANDARD DETAIL No. DATE: JANUARY 2020 l SCALE: NONE STANDARD DETAIL Mo 3-INCH CURB EXPOSURE SHALL BE MAINTAINED BETWEEN ADJACENT FLARES. ki | R Shoisbidplonis DATE: JANUARY 2020 | SCALE: NONE STANDARD DETAIL No.
il 107 JOB NO 19415
APPROVED: 203A 11 0 APPROVED: 1 03 .
I
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( 2 o
( ) = 2|y
'( DOUBLE BARS CENTERED ON ALL LANE STRIPES ) <Dt -
b " =] (@]
( IMPACT 3" TUFF POST )
’ HIGH PERFORMANCE FLEXIBLE DELINEATOR POST POSITION WHEN LANE WIDTH EXCEEDS USE SINGLE BAR AT THE MID-LANE POSITION |/ N|Y
'~( ;| SPEC-TP3 | 06/15/2017 € WHEN LANE WIDTH IS 10 FEET OR LESS ) I
( == —_ — | o |
( REBOUNDING TRAFFIC SAFETY DEVICES (#\A‘ TN TN AT TN TS NS T VTN B | / - =
k . Short & ) -_!, LDD
! Squeeze 1 - ) = = 2=
/ ( : i > / 5212|3
) - = =
( { || @ JHINININIENIEE] ; A
" (=) I
( Long Black Cap € SIDEWALK \\ " / SIDEWALK ) a | il
'” ( B N JHINININIEEIEE] ) Tlslsls
( ( ) . \ =
( ( i j 2 | <[4 <<]|<[<]
( ( _ -
\ hY N
( o o ) i L
( ( j 3 =SS
[aN
( > ) < e
( ' ) o a = ) o
? ( ) 5 O s
( ( FEATURES il ) - g o ) %)
! 45 \ -
( ! - ( + Yields Fully upon impact + Retro-Reflective sheeting THERMOPLAST'C< ) =
\ i 2 ! g : ; ; R BIKE SYMBOL AND > e |
( P ( + Anti-Twist Reactive Spring + Durable Flexible Plastic is resistant 9 ARROW LOCATED ) < | & A | w
L 1w | i3 | assembly returns unit to upright to ozone, UV light & hydrocarbons. ) AT BEGINING OF ) 5 % L wnilwm
( ( position when struck. + Vivid Integral Color ! INTERSECTION ) o = P; an_J B [
( 3 ( + Quick, Easy Installation +  MUTCD compliant ) —l=s|luvn|l=
| o \ Z| 3= = |xa
<— 3"0D _ L =||m x| =Z
( 2 ) | ) = 2|2 wla
( o ( SPECIFICATIONS RECOMMENDED USE ) 6 | - - 1o 0 . / < a|n|o|a|o
. pa
( 5 / (f-'c-%t . . ) + |deal when increased visibility and ) ) (] D X D I:l D |:|
/ / ( Material: Flexible polyproplene plastic channelization is needed. ) )
\ S ( Available Colors: White, yellow or +  Useforindicating alignment in 4 i )
( ¥ &% B & orange roadway, atop Tuff Curb® systems, ) ADHERE TO STREET SURFACE USING |,
/ Post Style: in parking garages and in parking ) 10 30 ACCEPTABLE THERMOPLASTIC ) =
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